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SECTI ON 02240
LI ME MODI FI ED SUBGRADE
GENERAL
.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic

designation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 25 (1995a) Chemi cal Anal ysis of Linestone,
Qui ckl i me, and Hydrated Line

ASTM C 50 (1994) Sampling, Inspection, Packing, and
Mar ki ng of Lime and Limestone Products

ASTM D 977 (1991) Enulsified Asphalt

ASTM D 1556 (1990) Density of Soil In-Place by the Sand-
Cone Met hod

ASTM D 1557 (1991) Mdisture-Density Relations of Soils

and Soil - Aggregate M xtures Using 10-Lb
(4.54-kg) Rammer and 18-1n. (457-nm Drop

ASTM D 2167 (1994) Density and Unit Weight of Soil In-
Pl ace by the Rubber Balloon Mt hod

ASTM D 2216 (1992) Laboratory Determ nation of Water
(Moi sture) Content of Soil, and Rock

ASTM D 2922 (1991) Density of Soil and Soil-Aggregate In-
Pl ace by Nucl ear Met hods (Shal | ow Dept h)

ASTM D 4643 (1993) Determ nation of Water (Misture)
Content of Soil by the M crowave Oven Met hod

ASTM D 3740 (1992) Eval uati on of Agenci es Engaged in the
Testing and/or Inspection of Soil and Rock
as Used in Engi neering Design and
Construction

ASTM E 329 (1990) Use in the Evaluation of Testing and
I nspection Agencies as Used in Construction



1.2 DEFI N TIONS
1.2.1 Line-Mdified Subgrade

Li me nodified subgrade, as used herein, is a mxture of lime and in-place or
sel ect borrow material uniformy blended, wetted, and thoroughly conpacted
to produce a pavenent course which neets all criteria as set forth in the

pl ans and this specification

1.2.2 Degree of Conpaction

Degree of conpaction required is expressed as a percentage of the maxi num
density obtained by the test procedure presented in ASTM D 1557, abbrevi ated
herei nafter as percent | aboratory maxi mum density.

1.3 GENERAL

The work specified herein consists of the construction of a linme-nodified
subgrade course. The work shall be perfornmed in accordance with this
specification and shall conformto the lines, grades, notes, and typica
sections shown in the plans.

1.4 SUBM TTALS

Government approval is required for submttals with a "GA" designation;
submttals with a "FIO' designation are for information only. The follow ng
shall be submitted in accordance with Section 01300 SUBM TTAL DESCRI PTI ONS

SD-09, Reports
Test Reports; FIO

Results of |aboratory tests for quality control purposes shall be submitted
to the Contracting O ficer and approved prior to using the materi al

Copies of field tests results shall be submtted within 24 hours after the
tests are perforned.

Certified copies of manufacturer's test results indicating conpliance of
bi tum nous material with applicable specified requirenments shall be
submtted to the Contracting Oficer not |ess than 30 days before the
material is required in the work.

Sources of all materials shall be selected well in advance of the tine that

materials will be required in the work. Test results from sanples shall be
submtted for approval not |ess than 30 days before material is required for
t he work.

1.5 STOCKPI LI NG MATERI ALS
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NOTE: This paragraph will be deleted when select
material is not required or when small quantities do

not justify the inclusion of select material.
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Sel ect material, including approved material avail able from excavation and
gradi ng, shall be stockpiled in the manner and at the | ocations desi gnated.
Before stockpiling material, storage sites shall be cleared and sloped to



drain. Materials obtained fromdifferent sources shall be stockpiled
separatel y.

.6 PLANT, EQUI PMENT, MACHI NES, AND TOOLS
.6.1 Ceneral Requirenents

Pl ant, equi pnent, machines, and tools used in the work shall be subject to
approval and shall be nmaintained in satisfactory working condition at al
times. O her conpacting equi pnent may be used in |lieu of that specified,
where it can be denonstrated that the results are equivalent. The equi prment
shal | be adequate and have the capability of producing the results
specified. Protective equi pment, apparel, and barriers shall be provided to
protect the eyes, respiratory system and the skin of workers exposed to
contact with |inme dust or slurry.

.6.2 Steel -Wheel ed Rollers

Steel -wheel ed rollers shall be the self-propelled type weighing not |ess
than 10 netric tons tons, with a m ni num wei ght of 136 kg 300 pounds per 25
mm nch-wi dth of rear wheel. Weels of the rollers shall be equi pped with
adj ust abl e scrapers. The use of vibratory rollers is optional

.6.3 Pneunatic-Tired Rollers
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NOTE: Types of equipment specified but not required
in this type of base course will be deleted, and other
items of equipment not listed will be added as
appropriate.
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Pneumatic-tired rollers shall have four or nore tires, each |oaded to a

m ni mum of 9,000 kg 20, 000 pounds and inflated to a m ni mum pressure of 0.62
MPa 90 psi. The | oading shall be equally distributed to all wheels, and the
tires shall be uniformy inflated. Tow ng equi pnent shall also be
pneumatic-tired.

.6.4 Mechanical Spreader

Mechani cal spreader shall be self-propelled or attached to a propelling

unit capable of nmoving the spreader and material truck. The device shall be
steerabl e and shall have vari able speeds forward and reverse. The spreader
and propelling unit shall be carried on tracks, rubber tires, or drumtype
steel rollers that will not disturb the underlying material. The spreader
shal |l contain a hopper, an adjustable screed, and outboard bunper rolls and
be designed to have a uniform steady flow of material fromthe hopper. The
spreader shall be capable of laying material w thout segregation across the
full width of the lane to a uniformthickness and to a uniform| oose density
so that when conpacted, the layer or layers shall conformto thickness and
grade requirements indicated. The Contracting Oficer may require a
denonstration of the spreader prior to approving use in performance of the
wor K.

.6.5 Sprinkling Equi prent
Sprinkling equi pment shall consist of tank trucks, pressure distributors, or

ot her approved equi pnent designed to apply controlled quantities of water
uniformy over variable w dths of surface.
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6.6 Tanpers

Tanpers shall be of an approved nechani cal type, operated by either
pneumati c pressure or internal conbustion, and shall have sufficient weight
and striking power to produce the comnpaction required.

.6.7 Straightedge

The Contractor shall furnish and maintain at the site, in good condition
one 3.05 m 10-foot straightedge for each bitum nous paver, for use in the
testing of the finished surface. Straightedge shall be nade avail able for
CGovernment use. Strai ghtedges shall be constructed of al um num or ot her

i ghtwei ght netal and shall have bl ades of box or box-girder cross section
with flat bottomreinforced to insure rigidity and accuracy. Straightedges
shal | have handles to facilitate novenent on pavemnent.

.7 RATES OF MATERI ALS APPL| CATI ONS:

The rate of application of Iine for the soil-lime mxture shall be at |east
4 percent by dry weight of the nontreated soil. Bitum nous material for
curing shall be uniformy applied at the rate of 0.45 to 1.8 L per square
meter 0.1 to 0.4 gallon per square yard. The exact bitum nous materi al
quantities, which may be varied to suit field conditions, will be determ ned
by the Contracting O ficer.

.8  WEATHER LI M TATI ONS:

Lime shall not be applied when the atnospheric tenperature is less than 4
degrees C 40 degrees F. No line shall be applied to soils that are frozen
or contain frost. |If the tenperature falls below 2 degrees C 35 degrees F
conpleted line-treated areas shall be protected agai nst any detrinenta
effects of freezing.

PRODUCTS

.1 MATERI ALS:

1.1 Line

Linme shall be a standard brand of hydrated linme and shall be of such
gradation that 99-1/2 percent passes a 0.850 mm No. 20 sieve and a ni ni mum
of 85 percent passes a 0.150 mm No. 100 sieve. Conbined cal ci um oxi de and
magnesi um oxi de shall be not |ess than 70 percent.

.1.2 Bitum nous NMateri al

Material shall be emulsified asphalt ASTM D 977, Type RS-1 or RS-2.

.1.3 Material to be Mdified:

Material shall be free of deleterious substances such as sticks, debris,
organic matter, and stones greater than 75 nm 3 inches in any di nension

.1.4 \Water

Water shall be clean, fresh, and free frominjurious amounts oil, acid, or
ot her del eterious naterious.
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3.

3.

EXECUTI ON
1 CONSTRUCTI ON
1.1 Preparation

Al'l roads and pavenent areas to be line nodified shall be prepared to
appr oxi mat e subgrade el evations in accordance with Section [02225 EARTHWORK
FOR ROADVWAYS, RAILROADS, AND Al RFI ELDS] [02200 EARTHWORK]. Adequate

drai nage shall be provided during the entire construction period to prevent
water fromcollecting or standing on the area or on pul verized, m xed, or

partially mxed material. Line and grade stakes shall be provided as
necessary for control. The area shall be cleaned of debris. The area shal
be capabl e of the conpaction specified for the soil-line mxture. Debris

and renoved unsatisfactory in-place material shall be di sposed of as
specified. The entire area shall be graded to approximately conformto the
lines, grades, and cross sections shown. Soft or yielding subgrade areas
shal |l be made stable before construction is begun

.1.2 Scarifying and Pul verizi ng of Soi

Prior to application of linme, the in place soil shall be scarified and

pul veri zed as necessary with no stones or lunps larger than 63 mm 2-1/2
inches in any dinmension to a sufficient width and depth to obtain a uniform
m xture of soil, lime, and water and to form a conpacted subgrade conform ng
to the cross section indicated. Scarification shall be carefully controlled
so that the layer beneath the layer to be treated is not disturbed.

.1.3 Application of Line

Pul veri zed material shall be shaped to approximtely the cross section
indicated. Linme shall be applied at the specified rate. Equi pnent used for
spreading lime shall be approved type which will distribute the [ine at
controlled uniformrates. Linme shall be applied in a slurry. Distributors
shall be used in applying slurry. If linme is spread by hand, the bags shal
be spotted so that when the bags are opened the lime will be dunped and
spread uniformy on the area being processed. No equi pnent except that used
in spreading and m xi ng shall pass over the freshly applied |ine.

.1.4 Initial Mxing

Imredi ately after the |Iinme has been distributed, the Iine and soil shall be
m xed. Initial mxing shall be sufficient to alleviate any dusting or
wetting of the lime that m ght occur in the event of w nd or rainstornmns.
This may be acconplished several days in advance of the final water
application and m xi ng.

.1.5 \Water Application and Final M xing

Moi sture content of the mixture shall be determ ned prior to final m xing
and water shall be added as required. Moisture in the mxture follow ng
final mxing shall be between opti mum and 3 percent above opti mum \Water
shall be increnentally incorporated and sinmultaneously interm xed into the
soil. After the last portion of water has been added, m xing shall be
continued until the water is uniformy distributed throughout the full depth
of the mixture. Particular care shall be taken to ensure satisfactory

nmoi sture distribution along the edges of the section
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1.6 Conpaction

Bef ore conpaction operations are started and as a continuation of the m xing
operation, the mxture shall be thoroughly | oosened and pul verized to the
full depth. The soil line mxture shall be reduced in size to neet the
foll owi ng requirenents when tested dry by |l aboratory sieves: Mn. passing
38 mMm 1-1/2 inch - 100 percent; Mn. passing 6.3 mm No. 4 sieve-60 percent.
Conmpaction shall be started i mediately after mxing is conpleted. During
final conpaction, the surface shall be noistened, if necessary, and shaped
to the required lines, grades, and cross section. Density of conpacted

m xture shall be at |east 95 percent of maxi numdensity. Rolling shal
begin at the outside edge of the surface and proceed to the center
over | appi ng on successive trips at |east one-half the width of the roller
Alternate trips of the roller shall be slightly different | engths. The
speed of the roller at all tines shall be such that displacenent of the

m xture does not occur. Areas inaccessible to the rollers shall be
conpacted with nmechani cal tanpers, and shall be shaped and fini shed by hand
met hods. Final conpacted thickness of the subgrade shall be as indicated.
No | ayer shall be in excess of 200 mm 8 inches or less than 75 mm 3 inches
i n conpacted thickness.

.1.7 Edges

Approved material shall be placed al ong the edges of the course in such
quantity as will conpact to the thickness of the course being constructed,
allowing at least a 300 mm 1-foot width of the shoulder to be rolled and
conpacted sinultaneously with the rolling and conpacting of the subgrade.

.1.8 Finishing

The surface shall be finished to the grade and cross section shown. The
surface shall be of uniformtexture. Should the surface for any reason
becorme rough, corrugated, uneven in texture, or traffic-marked prior to
conpl etion, such unsatisfactory portions shall be scarified, reworked,
relaid, or replaced as directed. Should any portion of the course, when
| ai d, becone watersoaked for any reason, that portion shall be renoved

i medi ately, and the mx placed in a windrow and aerated until a noisture
content within the limts specified is obtained, and then spread, shaped,
and roll ed as specified above.

.1.9 Thickness Control

Conpl et ed t hickness of the subgrade course shall be not nore than 13 nm 1/2
i nch bel ow the thickness indicated. Were nore than 13 nm 1/2 inch
deficient, such areas shall be corrected by scarifying, adding proper

m xture, reblading, and reconpacting as directed. The average of al

t hi ckness neasurenents taken for the job shall be within 6 nm 1/4 inch of

t he thickness indicated.

.1.10 Construction Joints

At the end of each phase of construction, a straight transverse construction
joint shall be formed by cutting back into the conpleted work to forma true
vertical face free of |oose or shattered material. Material along
construction joints not properly conpacted shall be renoved and repl aced
with soil-lime mxture that is m xed, noistened, and conpacted as specified.
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2 CURI NG

I mredi ately after finishing the surface shall be protected against rapid
drying by bitum nous material curing. Emulsified asphalt bitun nous
material shall be uniformy applied at a rate of 0.45 to 1.8 L per square
meter 0.1 to 0.4 gallons per square yard by neans of a bitum nous
distributor at a tenperature within the foll ow ng ranges:

RS- 1 25-55C 75- 130F
RS- 2 45-70C 110- 160F

Areas inaccessible to or mssed by the distributor shall be properly treated
using the manual ly operated hose attachnent. At the tinme the bitum nous
material is applied, the surface of the area shall be free of |oose or
foreign matter. WWen necessary, the area shall be sprinkled i mediately
before the bitum nous material is applied.

.3 PROTECTI ON

Conpl eted portions of the subgrade may be opened i mediately to |ight
traffic provided the curing is not inpaired. After the curing period,

conpl eted areas may be opened to all traffic, provided the course has
hardened sufficiently to prevent marring or distorting of the surface by
equi prent or traffic. Heavy equi prment shall not be permtted on the area
during the curing period. Linme and water may be haul ed over the conpl eted
area with pneumatic-tired equi pment if approved. Finished portions of the
surface that are traveled on by equi pnent used in constructing an adj oi ni ng
section shall be protected in a nmanner to prevent equipnment frommarring or
damagi ng conpl et ed wor k.

.4 MAI NTENANCE

The subgrade shall be maintained in a satisfactory condition until the
conpl eted work is accepted. Maintenance shall include inmediate repairs of
any defects and shall be repeated as often as necessary to keep the area
intact. Defects shall be corrected as specified herein.

.5 DI SPOSAL OF UNSATI SFACTORY MATERI ALS

Renoved in-place materials that are unsuitable for stabilization, materi al
that is renoved for the required correction of defective areas, waste
material, and debris shall be disposed of as directed.

.6 SAMPLI NG AND TESTI NG

.6.1 Ceneral Requirenents

Sanmpling and testing shall be the Contractor's responsibility and shall be
performed by an approved commercial testing |aboratory or by facilities
furni shed by the Contractor. Approval of testing facilities shall be based
on compliance with ASTM D 3740 and ASTM E 329 and no work requiring testing
shall be permtted until the facilities have been i nspected and approved.
The first inspection shall be at the expense of the Governnent. Cost

i ncurred for any subsequent inspection required because of failure of the
facilities to pass the first inspection will be charged to the Contractor
Three copies of the test results shall be furnished the Contracting O ficer
within 24 hours of conclusion of the test.
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6.2 Sanples

Sanmples of lime shall be taken in accordance with ASTM C 50.

.6.3 Testing

Field in-place density shall be determ ned in accordance with ASTM D 1556,
ASTM D 2167, or ASTM D 2922. If ASTM D 2922 is used, in place densities
shal | be checked by ASTM D 1556 at a frequency of one sand cone test for
each 8 nuclear tests and not |ess than one sand cone test per lift.

The sand cone test shall be perfornmed adjacent to the area where a nucl ear
density test was run to insure a proper correlation is established. Material
fromthe sand cone |ocation shall be tested to determne the | aboratory

maxi mum dry density as specified hereinafter. Misture contents shall be
determ ned in accordance with ASTM D 4643 or ASTM D 2216. If ASTM D 4643 is
used, noisture contents shall be checked by ASTM D 2216 once per each ten

m crowave tests. At |east one field density test and one noi sture content
test shall be performed for each 836 square neters 1000 square yards of each
| ayer of nodified subgrade.

.6.4 Thickness

Conpl et ed t hicknesses of the nodified course shall be within 13 nm 1/2 inch
of the thickness indicated. Were the neasured thickness of the nodified
course is nore than 13 nm 1/2 inch deficient, such areas shall be corrected
by scarifying, adding m xture of proper gradation, reblading, and
reconpacting as directed. Were the nmeasured thickness of the nodified
course is nore than 13 nm 1/2 inch thicker than indicated, it shall be
consi dered as confornming to the specified thickness requirenent. Average
job thickness shall be the average of all thickness neasurenents taken for
the job, but shall be within 6 nm 1/4 inch of the thickness indicated.

Thi ckness of the nodified course shall be neasured at intervals in such a
manner as to ensure one measurenent for each 418 square neters 500 square
yards of nodified course. Measurenents shall be made in 75 nm 3-inch

di anmeter test holes penetrating the nodified course.

.6.5 Snpot hness

The surface of the nodified |ayer shall show no deviations in excess of 10
mm 3/ 8 inch when tested with a 3.05 m 10-foot strai ghtedge. Deviations
exceedi ng this amount shall be corrected by renoving material and repl acing
with new material, or by reworking existing material and conpacting, as
directed. Measurenents for deviation fromgrade and cross section shown
shal |l be taken in successive positions parallel to the road centerline with
a 3.05 m10-foot straightedge. Measurenments shall al so be taken
perpendi cul ar to the road centerline at 15 m 50-foot intervals.

.6.6 Laboratory Density

The | aboratory maxi num dry density and opti mum noi sture content of the |inme-
soil mxture shall be determ ned from sanpl es obtained at a sel ected sand
cone test location. A mninumof one |aboratory maxi num density test shal
be run each placenment day or fraction thereof. Additional |aboratory
density tests shall be run each material change. Tests shall be conducted
in accordance with ASTM D 1557.



3.6.7 Chemical Analysis

Linme shall be tested for the specified chem cal requirenments in accordance
with ASTM C 25.



